Retractable Window Design Specifications
Wood Veneer Application

Detail Views

MAXIMUM FULL LENGTH
DISTANCE FROM TOP OF HOUSING TO POSITION SIDE TRACK ENDS

SLIDE BAR
SLIDE BAR ASSEMBLY MAY BE VERTICALLY ADJUSTED UP & DOWN

TRACK LATCH ASSEMBLY
LEFT LOCATED INSIDE END OF TRACK

PRESTIGE WINDOW SCREEN ASSEMBLY
LEFT SIDE VIEW

MOUNTING STYLE - INSIDE JAMB
ANYWHERE ALONG MOUNTING RAIL, THROUGH END CAP PREFERRED

HOUSING MOUNTING BRACKET (RAIL)

HOUSING COVER

STANDARD SIDE TRACK
C/W MESH RETENTION

REMOVABLE TRACK
C/W MESH RETENTION

VARIABLES

MATERIAL NOTE(S):
1. SLIDE BAR is solid wood construction.
2. ALL aluminum components have a WOOD VENEER wrap on the exposed surfaces.

MOUNTING SCENARIO FOR THE HOUSING MOUNTING BRACKET (RAIL)

All Dimensions Shown: Inches and Millimeters (in brackets)

3. Title change
Dated: 02/27/18
2. Description note about material finish
Dated: 03/18/15
1. Changed description of Maximum Pull Length
Dated: 01/13/14

Description of Revision

Creator: NDR
Date: 12/15/2011
Revision: Rev: 03

Drawing Title: PSPRESTIGEDESIGNSPEC02
Scale: 1:1

© 2011 Phantom Mfg. Intl Ltd.